Contactors and Contactor Assemblies SIRIUS
Contactor Assembilies for Switching Motors

3RA23 reversing contactor assemblies

. Selection and ordering data
Size S2 - up to 50 HP

UL data
:ﬁ;ata Single-phase | Three-phase

HP rati HP rati
ratings ratings ratings Rated control | Auxiliary | SCTeW Weight
AC2/AC3 | 115V | 230V (200 V |230V [460 V 575V | supply voltage " | contacts | Terminals @ approx.
A HP |HP |HP |HP |HP [HP NO | NC |Order No. kg

AC operation

> O
40 3 75 10 15 30 40 24V, 50/60 Hz 2 2  3RA2335-8XB30-1AC2 1.72 S
120V, 60 Hz 2 2  3RA2335-8XB30-1AK6 oS
240V, 60 Hz 2 2  3RA2335-8XB30-1AP6 L)
50 3 10 15 15 40 50 24V, 50/60 Hz 2 2  3RA2336-8XB30-1AC2 1.72 Co
120V, 60 Hz 2 2  3RA2336-8XB30-1AK6 25
240V, 60 Hz 2 2 3RA2336-8XB30-1AP6 >
65 5 10 20 20 50 50 24V, 50/60 Hz 2 2  3RA2337-8XB30-1AC2 2.548 =
120V, 60 Hz 2 2  3RA2337-8XB30-1AK6
240V, 60 Hz 2 2 3RA2337-8XB30-1AP6
80" 5 15 20 25 50 60 24V, 50/60 Hz 2 2  3RA2338-8XB30-1AC2 2.548
120V, 60 Hz 2 2  3RA2338-8XB30-1AK6
For Reversing 240V, 60 Hz 2 2  3RA2338-8XB30-1AP6
Contactors with AC/DC operation
communication 40 3 75 10 15 30 40 20-33 AC/DC 2 2  3RA2335-8XB30-1NB3 25
'tﬂfgi%eééefﬁég 50 3 10 15 15 40 50  20-33AC/DC 2 2 3RA2336-8XB30-1NB3
with 8XE30-1NB3. 65 5 10 20 20 50 50 20-33 AC/DC 2 2  3RA2337-8XB30-1NB3
80" 5 15 20 25 50 60 20-33 AC/DC 2 2  3RA2338-8XB30-1NB3

1) Max UL FLA = 65A at 460V

Fully wired and tested reversing contactor assemblies -
Size S2 - Up to 50 HP

The figure shows the version with screw terminals

Mountable accessories (optional)

Complete reversing contactor assembly

To be ordered separately Type Individual parts Type
Qi1 Q12
® Auxiliary switch block, front 3RH2911 @@ Contactors, 18.5 kW 3RT2035 3RT2035
@ Auxiliary switch block, lateral 3RH2921 @@ Contactors, 22 kW 3RT2036  3RT2036
Surge suppressors 3RT2936 @@ Contactors, 30 kW 3RT2037  3RT2037
(® Function module for connectionto 3RA271.-1BAQO @@ Contactors, 37 kW 3RT2038  3RT2038
the control system @@  Assembly kit 3RA2933-2AAT
comprising:

For further voltages, see page 2/51. @ Two connectors for two contactors

Coil voltage tolerance:

For overvievv,‘ see page 2/39-2/40. at 50Hz: 0.8 to 1.1 x Us @ Wiring modules on the top and bottom for connecting the
Eor access(;)nes, see page 2/682—/22/22. at 60Hz: 0.85 10 1.1 x Us main and auxiliary current circuits, electrical interlock
or circuit diagrams, see page . S . i i
For dimension drawings, see page 2/221. @t AG/DC: 0.8t0 1.1 x Us mclludtled (NC contact interlock)
' ® Mechanical interlock 3RA2934-2B

(must be ordered separately)

Product Category IEC Smart Infrastructure, Industrial Control Catalog 2020  [SP4/L: L5




