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Ordering Information - DP Contactor

10987

C R 5 5 3 A

11 12 13 14 15 16

Ampere Rating

B 25A

C 30A

D 40A

Load Terminal

A Binding Screw w/QC

B Lug w/ Slotted Screw  w/QC

C Binding Screw

D Lug with Slotted Screw 

L Sems Clamp w/QC1

M Sems Clamp1

N Lug w/ Hex Head Screw 

P Lug w/ Hex Head Screw w/QC

Number of Poles

2 2 Poles

3 3 Poles

4 4 Poles

Contactor Coil Voltage

A 110-120V 50/60Hz

B 208-240V 50/60Hz

C
440-480V 60Hz

380-415V 50Hz

D 550-600V 50/60Hz

E 12V 50/60 Hz

F  277V 60Hz

H 24V 50/60Hz

Line Terminal

A  Binding Screw w/QC

B Lug w/ Slotted Screw  w/QC

C Binding Screw

D Lug with Slotted Screw

L Sems Clamp w/QC1

M Sems Clamp1

N Lug w/ Hex Head Screw 

P Lug w/ Hex Head Screw w/QC

10

11

7

8

9

Auxiliary Contacts Left Right

A – – –

B 250 V 1 SPDT –

C 250 V – 1 SPDT

D 250 V 2 SPDT –

E 250 V – 2 SPDT

F 250 V 1 SPDT 1 SPDT

G 250 V 2 SPDT 2 SPDT

H 600 V 1 NO-NC –

J 600 V – 1 NO-NC

K 600 V 1 NO-NC 1 NO-NC

L 600 V 2 NO –

M 600 V – 2 NO

N 600 V 2 NO 2 NO

P 600 V 1 NO-NC 2 NO

Q 600 V 2 NO 1 NO-NC

R 600 V 1 NO –

S 600 V 1 NC –

T 600 V 1 NO-NC –

12

Modification

0 None

1 Coil Rotated (Terminal on load side)

3 DIN-rail mounting option

4 Coil Rotation + DIN-rail

5 Dummy Quick connect Terminals

6 Coil Rotation + Dummy Terminal

8 DIN-rail + Dummy Terminal

9 Coil Rotation + DIN-rail + Dummy Terminal

Customer Specific Option

AA None

** Factory Assigned

Packaging

A Single Pack

P Bulk Pack
1Not available in 40 FLA

Complete product Catalog numbers:
11 digits for Standard
16 digits for customized

Omit digit 12 through 16, if the selection is “A”

Ordering Bulk Packs? Just add A0AAP to the Standard Catalog Number.

13

16

14 15

Select options in 7 through 11 for Standard Configurations Add Options 12 through 16 for Customized Configurations
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Outline 
Approximate Dimensions in (mm)

Mounting Dimensions

Amp Poles A B C
D

E250V 600V

25, 30Amp 2 , 3 2.07 (53) 3.75 (96) 3.50 (89) 0.55 (14) 0.28 (7) 1.1  (28)

40 Amp 2, 3 2.24 (57) 3.75 (96) 4.02 (102) 0.71 (18) 0.43 (11) 1.1  (28)

25 / 30 / 40Amp 4 2.24 (57) 4.00 (101) 4.02 (102) 0.71 (18) 0.43 (11) 1.1  (28)
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- - - - --

 -Part must conform to SI  900000 Section 4 Toxicity Procedure.
 -Article or Material Must Conform to RoHS Procedure SI900000 Sec. 13
 -Article or Material Must Conform to REACH Procedure SI900000 Sec. 14

- -

1.65 (41.3)

.34 (8.5)

3.25 (82.6)

3.13 (79.4)

UL 60947-4-1 // IEC/EN 60947-4-1

Pressure Type: #8-16AWG 20lb-in/2.2 N-m

LUG Type: #4-14AWG 40lb-in/4.5 N-m

Coil Screw: #12-18AWG 10lb-in/1.1 N-m

Cu 75° C wire only

Herm. Refrig. Comp. 50/60Hz

Break All Lines RES PER POLE: 35A

Ui=1000V Ue=400/690V

AC-8a 25A @ 600V

*For Control Volts and Hz, see Coil

SUITABLE FOR USE ON A CIRCUIT CAPABLE
OF DELIVERING NOT MORE THAN 5000
RMS SYM AMPS, 600 VOLTS MAX.
Made in Poland

VAC
120
240
480
600

LRA
150
150
125
100

FLA

25

IP-HP
   2
   3

3P-HP

   7.5
   10
   10

CR553AB3*BB
B

A

C

Approximate Dimensions - in (mm)

Aux Contact

Aux Contact

D D
Aux

Contact
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1.65 (41.3)

.34 (8.5)

3.25 (82.6)

3.13 (79.4)

UL 60947-4-1 // IEC/EN 60947-4-1

Pressure Type: #8-16AWG 20lb-in/2.2 N-m

LUG Type: #4-14AWG 40lb-in/4.5 N-m

Coil Screw: #12-18AWG 10lb-in/1.1 N-m

Cu 75° C wire only

Herm. Refrig. Comp. 50/60Hz

Break All Lines RES PER POLE: 35A

Ui=1000V Ue=400/690V

AC-8a 25A @ 600V

*For Control Volts and Hz, see Coil

SUITABLE FOR USE ON A CIRCUIT CAPABLE
OF DELIVERING NOT MORE THAN 5000
RMS SYM AMPS, 600 VOLTS MAX.
Made in Poland
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CR554 series - FACTORY Assembled Starter 
CR555 series - 2-speed Contactors


