
Volume 5—Motor Control and Protection CA08100006E—October 2011 www.eaton.com V5-T27-41

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27

27.1IEC Contactors and Starters

XT  IEC Power Control

Three-Pole Contactors, Frame C—UL/CSA Ratings

Three-Pole Contactors, Frame C—IEC Ratings

Three-Pole Contactors, Frame D—UL/CSA Ratings

Three-Pole Contactors, Frame D—IEC Ratings

Notes
The 7–32A XTCE contactors have positively driven contacts between the integrated auxiliary contact and 
the auxiliary contact module as well as within the auxiliary contact modules.

The 40–65A XTCE contactors have positively driven contacts within the auxiliary contact module. 
Six auxiliary contacts are possible with a combination of side-mounted and front-mount auxiliary contacts.

DC operated contactors (Frames B–G, 7–150A) have a built-in suppressor circuit. 

1   Underscore (_) indicates magnet coil suffix required. See Page V5-T27-54. 
2   For spring cage terminals, insert C after the fourth digit of the catalog number. Example: XTCEC007B10A. 

For 7–12A XTCEC contactors, the power, auxiliary and coil terminals are spring cage. 
For 18–32A XTCEC contactors, the auxiliary and coil terminals are spring cage. 
For 40–150A XTCEC contactors, the coil terminals only are spring cage. 

UL General Purpose
Ampere Rating

Single-Phase hp Ratings Three-Phase hp Ratings Auxiliary
Contacts

Screw Terminal 
Catalog Number 12115V 200V 230V 200V 230V 460V 575V

40 2 2 3 5 5 10 15 1NO XTCE018C10_

40 2 2 3 5 5 10 15 1NC XTCE018C01_

40 2 3 5 7-1/2 10 15 20 1NO XTCE025C10_

40 2 3 5 7-1/2 10 15 20 1NC XTCE025C01_

40 3 5 5 10 10 20 25 1NO XTCE032C10_

40 3 5 5 10 10 20 25 1NC XTCE032C01_

AC-3
Ie (A)

AC-1 (40°C)
Ie = Ith (A)

Maximum kW Ratings AC-3/Three-Phase Motors 50–60 Hz Auxiliary
Contacts

Screw Terminal
Catalog Number 12220/230V 380/400V 415V 660/690V 

18 40 5 7.5 10 11 1NO XTCE018C10_

18 40 5 7.5 10 11 1NC XTCE018C01_

25 45 7.5 11 14.5 14 1NO XTCE025C10_

25 45 7.5 11 14.5 14 1NC XTCE025C01_

32 45 10 15 18 17 1NO XTCE032C10_

32 45 10 15 18 17 1NC XTCE032C01_

UL General Purpose
Ampere Rating

Single-Phase hp Ratings Three-Phase hp Ratings Auxiliary
Contacts

Screw Terminal
Catalog Number 12115V 200V 230V 200V 230V 460V 575V

63 3 5 7-1/2 10 15 30 40 — XTCE040D00_

63 3 5 7-1/2 10 15 30 40 1NO-1NC XTCE040DS1_

80 3 7-1/2 10 15 20 40 50 — XTCE050D00_

80 3 7-1/2 10 15 20 40 50 1NO-1NC XTCE050DS1_

88 5 10 15 20 25 50 60 — XTCE065D00_

88 5 10 15 20 25 50 60 1NO-1NC XTCE065DS1_

88 5 10 15 20 25 50 60 — XTCE072D00_

88 5 10 15 20 25 50 60 1NO-1NC XTCE072DS1_

AC-3
Ie (A)

AC-1 (40°C)
Ie = Ith (A)

Maximum kW Ratings AC-3/Three-Phase Motors 50–60 Hz Auxiliary
Contacts

Screw Terminal
Catalog Number 12220/230V 380/400V 415V 660/690V 

40 60 12.5 18.5 24 23 — XTCE040D00_

40 60 12.5 18.5 24 23 1NO-1NC XTCE040DS1_

50 80 15.5 22 30 30 — XTCE050D00_

50 80 15.5 22 30 30 1NO-1NC XTCE050DS1_

65 98 20 30 39 35 — XTCE065D00_

65 98 20 30 39 35 1NO-1NC XTCE065DS1_

72 98 22 37 41 35 — XTCE072D00_

72 98 22 37 41 35 1NO-1NC XTCE072DS1_

Frame C

Frame D
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27.1IEC Contactors and Starters

XT  IEC Power Control

Approximate Dimensions in mm [in]

Frame C, XTCE018C–XTCE032C Contactors (18–32A)

Frame D, XTCE040D–XTCE072D Contactors (72A)

11.6
[.46] 11.6

[.46]

4.5 [.17]

17.7 [.70]
10.6
[.42]

6.4
[.25]

38
[1.50]

71
[2.80]

60.4
[2.38]

85
[3.46]

45 [1.77]

4.8 [.19]

138.7 [5.46]

6.5 [.26]

97.4 [3.83]

Note: Sideways distance to grounded parts: 6 mm [.39 in]

4.5 [.17]

35 [1.38]

2 x M4 Dia.

75 [2.95] 

6.9 [.27]

4.7 [.19]
34.4 [1.35]

113.8 [4.48]
132.1 [5.20]

146.8 [5.78]
Note: Sideways distance to
grounded parts: 6 mm [.39 in]

55 [2.17]

57
[2.24]

86.4
[3.40]

104
[4.09]

45 [1.77]

4 x M4 Dia.

105 [4.13] 
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